SEDCAD 4 for Windows

0R Pamala 1

Mcoal Corporation, Inc,.
Rosa Mine, P-3931
Primary Road No. 6

Culvert C-3 @ Station 19+24

10 Year 6 Hour Event

Sanford M. Hendon, P.E.

McGehee Engineering Corp.
P.O. Box 3431
450 19th Street West
Jasper, AL 35502-3431

Phone: 205-221-0686
Email: sanford@mcgehee.org
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General Information

Storm Information:

Storm Type: SCS 6 HOUR
Design Storm: 10yr-6hr
Rainfall Depth: 4.250 inches
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Structure Networking:

Stru (flows Stru Musk. K .
Type # into) # (hrs) Musk. X | Description
Culvert #1 ==> End 0.000 0.000 | Culvert C-3 @ Sta. 19+24
#1
Culvert
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Structure Summary:

Immediate Total Peak Total
Contributing Contributing Discharge Runoff
Area Area 9 Volume
(ac) (ac) E) (ac-ft)
#1 1.200 1.200 3.55 0.32
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Structure Detall:
Structure #1 (Culvert)

Culvert C-3 @ Sta. 19+24

Culvert Inputs:

Max. Tailwater Entrance
Length (ft) Slope (%) Manning'sn  Headwater (ft) Loss Coef.
(ft) (Ke)
52.00 1.00 0.0240 2.00 0.00 0.90

Culvert Results:
Design Discharge = 3.55 cfs

Minimum pipe diameter: 1 - 15 inch pipe(s) required
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Subwatershed Hydrology Detail:

Time of Peak Runoff
S;EU S\:#VS SWS Area Conc Musk K Musk X Curve UHS Discharge Volume
(ac) (hrs) (hrs) Number (cfs) (ac-ft)
#1 1 1.200 0.040 0.000 0.000 90.000 F 3.55 0.316
> 1.200 3.55 0.316
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