SEDCAD 4.0

M Arnurinht 1002 2N4N Damala | Cahunah

Birmingham Coal & Coke Co, Inc., Old Union #2 Mine, P-
3962, Basin 003 Spillway Control Section

Material: Grass mixture

SEDCAD Utility Run

Trapezoidal Channel
i Freeboard imiti
Wﬁgﬁlogt) Sid':ailf;pe Sic?églt;fpe Slope (%) Rectfars;nsce f;reeboard oFreeboard Mult. X I\-;Q?(I)tcl:;gl
Ratio Ratio epth (ft) % of Depth (VxD) (fps)
12.00 2.0:1 2.0:1 2.0 D, B 1.00 5.0
Stability Stability Capacity Capacity
Class D wfo Class D w/ Class B w/o Class B w/
Freeboard Freeboard Freeboard Freeboard
Design Discharge: 5.00 cfs 5.00 cfs
Depth: 0.33 ft 1.33 ft 0.67 ft 1.67 ft
Top Width: 13.30 ft 17.30 ft 14.70 ft 18.70 ft
Velocity: 1.21 fps 0.55 fps
X-Section Area: 4.12 sq ft 9.01sqft
Hydraulic Radius: 0.306 ft 0.600 ft
Froude Number: 0.38 0.12
il 0.0789 0.2697

Printed 04-05-2012



SEDCAD 4.0

Canverinht 1002 2010 Damata | Qahurah

Birmingham Coal & Coke Co., Inc., Old Union #2 Mine, P-
3962, Basin 003 Spillway Tail Section

Material: Grass mixture

Trapezoidal Channel
i Freeboard imiti
W?gtff% Sidlc-ezlf;pe Sicﬁg{gpe Slope (%) Neprdance FDrEEboard :reeboard - \L}Qétc'fg
Ratio Ratio epth (ft) % of Depth (VxD) (fps)
12.00 2.0:1 2.0:1 5.0 D, B 1.00 5.0
Stability Stability Capacity Capacity
Class D w/o Class D w/ Class B w/o Class B w/
Freeboard Freeboard Freeboard Freeboard
Design Discharge: 5.00 cfs 5.00 cfs
Depth: 0.25 ft 1.25ft 0.51 ft 1.51 ft
Top Width: 12.99 ft 16.99 ft 14.03 ft 18.03 ft
Velocity: 1.62 fps 0.76 fps
X-Section Area: 3.09 sq ft 6.60 sq ft
Hydraulic Radius: 0.235 ft 0.462 ft
Froude Number: 0.59 0.19
e gness 0.0783 0.2625

SEDCAD Utility Run
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