SEDCAD 4.0

O Aarmriaht 1002 2N41N Damalta | Qohumh

Birmingham Coal & Coke Co., Inc., Old Union #2 | Mine P-
3962 Basin 138 Spillway Control Section

Material: Grass mixture

SEDCAD Utility Run

Trapezoidal Channel
i Freeboard imiti
v\ﬁgg\o?;t ; si dléjgp o Sicfiiég{gpe Slope (%) Rectfarssaer;ce l;reeboard OFreeboard — {_;Z?étcl?ts'
Ratio Ratio epth (ft) % of Depth (VXD) (fos)
12.00 2.0:1 2.0:1 2.0 D, B 1.00 5.0
Stability Stability Capacity Capacity
Class D w/o Class D w/ Class B w/o Class B w/
Freeboard Freeboard Freeboard Freeboard
Design Discharge: 5.00 cfs 5.00 cfs
Depth: 0.33 ft 1.33 ft 0.67 ft 1.67 ft
Top Width: 13.30 ft 17.30 ft 14.70 ft 18.70 ft
Velocity: 1.21 fps 0.55 fps
X-Section Area: 4.12 sq ft 9.01 sq ft
Hydraulic Radius: 0.306 ft 0.600 ft
Froude Number: 0.38 0.12
o 0.0789 0.2697
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SEDCAD 4.0

A Amirinht 4002 2N1N Damsla | Qrhumh

3962 Basin 138 Spillway Tail Section

Material: Grass mixture

Birmingham Coal & Coke Co., Inc., Old Union #2 Mine, P-

SEDCAD Utility Run

Trapezoidal Channel
i Freeboard imiti
W%g&o?;t ; i dlées;g e Sic?églr;)tp e Slope (%) Re(t:?;gszr;ce l;reeboard 0Freeboard it x l\-/I;T(l)t(I:?tg
Ratio Ratio epth (ft) % of Depth yyp) (fps)
12.00 2.0:1 2.0:1 5.0 D, B 1.00 5.0
Stability Stability Capacity Capacity
Class D wfo Class D w/ Class B wfo Class B w/
Freeboard Freeboard Freeboard Freeboard
Design Discharge: 5.00 cfs 5.00 cfs
Depth: 0.25 ft 1.25 ft 0.51 ft 1.51 ft
Top Width: 12.99 ft 16.99 ft 14.03 ft 18.03 ft
Velocity: 1.62 fps 0.76 fps
X-Section Area: 3.09 sq ft 6.60 sq ft
Hydraulic Radius: 0.235 ft 0.462 ft
Froude Number: 0.59 0.19
o e 0.0783 0.2625

Printed 04-05-2012



