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March 22, 2012
Gary J. Heaton, P.E.

ALABAMA SURFACE MINING COMMISSION
P. O. Box 2390

Jasper, AL  35502-2390

RE:  
Birmingham Coal & Coke Co., Inc.
     
Posey Mill No. 2 Mine, P-3963
Dear Mr. Heaton:

I hereby certify the enclosed detailed design plans for Sediment Basins 036 and 038 for the above referenced mine are in accordance with the Regulations of the Alabama Surface Mining Commission as adopted by Act 81-435 of December 18, 1981 and as amended to date and that the information used in the enclosed basin design plans is true and correct to the best of my knowledge and belief.

If you have any questions or need additional information, please do not hesitate to contact our office.

Sincerely,

DSM Design Group, LLC.
J. David McGehee, P.E.

Alabama Reg. No. 18496
SEDIMENT BASIN CONSTRUCTION SPECIFICATIONS
Sediment basins (temporary or permanent) will be designed and constructed using the following as minimum specifications:

1.  EMBANKMENT REQUIREMENTS
A)
The minimum width of the top of the embankment will under no circumstance be less than twelve (12) feet.

B)
The embankment will have a minimum front and back slope no steeper than the slopes listed on the detailed design sheet.

C)
The foundation area of the embankment will be cleared and grubbed of all organic matter with no surface slope steeper than 1 horizontal to 1 vertical.  The entire wet area, as measured from the upstream toe of the embankment to the normal pool level, will be cleared of trees and large brush.

D)
A core will be constructed in a cutoff trench along the centerline of the embankment.  The cutoff trench will be of suitable depth and width to attain relatively impervious material.

E)
The embankment construction material will be free of sod, roots, stumps, rocks, etc., which exceed six (6") inches in diameter.  The embankment material will be placed in layers of twelve (12") inches or less and compacted to ninety five (95%) percent of the standard proctor density, as set forth in ASTM.

F)
The embankment, foundation and abutments will be designed and constructed to be stable under normal construction and operating conditions, with a minimum static safety factor of 1.3 at normal pool level with steady seepage saturation conditions.

G)
The actual constructed height of the embankment will be a minimum of five (5%) percent higher than the design height to allow for settling over the life of the embankment.

H)
The design embankment height for temporary impoundments will be a minimum of one (1) foot above the maximum water level anticipated from a 10 Year - 24 Hour or a 25 Year - 6 Hour precipitation event (whichever is greater). The design embankment height for permanent impoundments will be a minimum of one (1) foot above the maximum water level anticipated from a 10 Year - 24 Hour or a 25 Year - 6 Hour precipitation event (whichever is greater).

SEDIMENT BASIN CONSTRUCTION SPECIFICATIONS
(continued)

I)
For embankments constructed as point source discharges, the embankment will be constructed and abutments keyed into undisturbed, virgin, ground if at all possible. In the event that this cannot be achieved, additional design and construction specifications will be submitted in the detailed design plans.

J)
The embankment and all areas disturbed in the construction of the embankment will be seeded with a mixture of perennial and annual grasses, fertilized and mulched to prevent erosion and ensure restabilization. Hay dams, silt fences, rock check dams, etc. will be installed, where deemed necessary, as additional erosion prevention methods.

2.  DISCHARGE STRUCTURE REQUIREMENTS
A)
The primary spillway will be designed to adequately carry the anticipated peak runoff from a 10 Year - 24 Hour precipitation event.  The combination primary and secondary (emergency) spillway system will be designed to safely carry the anticipated peak runoff from a 25 Year - 6 Hour precipitation event.  When sediment basins are proposed in the drainage course of a public water supply, the spillway system will be designed and constructed to adequately carry the runoff from a 50 Year - 24 Hour precipitation event.

B)
Channel linings, for secondary (emergency) spillways will be a trapezoidal open channel constructed in natural ground and planted with a mixture of both annual and perennial grasses being predominantly fescue and bermuda. In the event that the spillway cannot be constructed in natural ground the spillway will be lined with riprap, concrete, asphalt or durable rock (See Detailed Design Plans for Spillway Lining).

C)
When consisting of pipe, the primary spillway will be installed according to Class "C" pipe installation for embankment bedding.

D)
Sediment basins with a single spillway system, such as a skimmer board, will be a trapezoidal open channel constructed in consolidated, nonerodible material and lined with rip-rap, concrete, asphalt or durable rock (See Detailed Design Plans for Spillway Lining).

E)
The primary spillway will be designed and constructed with device to eliminate floating solids from leaving the impoundment.  This device will consist of a turned down elbow when using pipe or a skimmer system when using an open channel spillway.

F)
When necessary, to prevent erosion of the embankment or discharge area, a splash pad of riprap, durable rock, sacrete, etc. will be installed at the discharge end of the primary spillway.

SEDIMENT BASIN CONSTRUCTION SPECIFICATIONS
(continued)

G)
The combined spillway systems, for sediment basins constructed in series, will be designed to adequately accommodate the entire drainage area.

3.  INSPECTION, MAINTENANCE AND CERTIFICATION REQUIREMENTS

A)
Inspections will be conducted regularly during construction of the sediment basin by a qualified registered professional engineer or other qualified person under the direction of a professional engineer. Upon completion of construction, the sediment basin will be certified, by a qualified registered professional engineer, to the Regulatory Authority as having been constructed in accordance with the approved detailed design plans.

B)
Sediment basins will be inspected semi-monthly for erosion, instability, etc., with maintenance performed as necessary, until the removal of the structure or until a Phase III Bond Release is granted.

C)
Sediment basins will be examined quarterly for structural weakness, instability, erosion, slope failure, or other hazardous conditions with maintenance performed as necessary.

D)
Formal inspections will be made annually, by a qualified registered professional engineer or other qualified person under the direction of a professional engineer, including any reports or modifications, in accordance with 880-X- 10C- .20[1(j)] of the Alabama Surface Mining Regulations.

E)
Retained sediment will be removed from each sediment basin when the accumulated sediment reaches the maximum allowable sediment volume as set forth in the detailed design plans.


4.  BASIN REMOVAL REQUIREMENTS
A)
Upon completion of mining, reclamation, restabilization and effluent standards being met, each sediment basin not proposed as a permanent water impoundment will be dewatered in a controlled manner by either pumping or siphoning.  Upon successful dewatering, a determination will be made as to the retained sediment level in the basin.  After determining the retained sediment level, a channel will be cut into the embankment down to the retained sediment level on the side of the embankment deemed most suitable to reach natural ground without encountering prohibiting rock.  The embankment material removed from this newly constructed channel will be spread and compacted over the previous impoundment (wet area) area to prevent erosion and ensure restabilization.  The newly constructed channel will be of adequate width (minimum 30 feet) and sloped to a grade (approximately 1% to 3%) which will cause all surface drainage to travel across this 

SEDIMENT BASIN CONSTRUCTION SPECIFICATIONS
(continued)


area in sheet flow, minimizing the possibility of erosion.  Also, where necessary, hay dams will be installed in strategic locations across the width of the channel to retain sediment and slow the water velocity to a favorable rate.  Upon removal of the embankment section, all disturbed areas will be graded in such a manner to ensure slope stability, successful restabilization and to minimize erosion.  All disturbed areas will be seeded with a mixture of annual and perennial grasses, fertilized and mulched.  No slope, existing or created in the removal of the sediment basin, will be left on a grade that will slip or slough.

5.  PERMANENT WATER IMPOUNDMENT REQUIREMENTS
A)
Prior to a request for a Phase II Bond Release, all sediment basins being left as permanent water impoundments will have supplemental data submitted to the Regulatory Authority concerning water quality, water quantity, size, depth, configuration, post mining land use, etc.

B)
Final grading slopes of the entire permanent water impoundment area will not exceed a slope of 2 Horizontal to 1 Vertical to provide for safety and access for future water users.

DETAILED DESIGN PLANS

SEDIMENT BASINS 036 & 038
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SEDIMENT BASIN 036 & 038

SPILLWAY CHANNEL SPECIFICATIONS
The entire control section and tail ditch section of the emergency spillway for basins 036 and 038 will be constructed in natural ground material and lined with a grass mixture (predominantly bermuda and fescue grasses). The gradient of the control section of the emergency spillway will not exceed two (2%) percent.  The gradient of the tail ditch section of the emergency spillway will not exceed five (5%) percent.

The control section and tail ditch section of the emergency spillway will extend from the inner face of the embankment, past the center line of the embankment and be carried out well beyond the downstream slope of the embankment.  See attached plan view drawing and SEDCAD+ CHANNEL DESIGN.

The control section of the emergency spillway for Basin 036 will be a minimum of 1.67 feet as measured vertically, allowing 0.67 feet for the maximum anticipated flow and 1.0 foot of dry freeboard.  

The tail ditch section of the emergency spillway for Basin 036 will be a minimum of 1.51 feet as measured vertically, allowing 0.51 feet for the maximum anticipated flow and 1.0 foot of dry freeboard.  

The control section of the emergency spillway for Basin 038 will be a minimum of 1.67 feet as measured vertically, allowing 0.67 feet for the maximum anticipated flow and 1.0 foot of dry freeboard.  

The tail ditch section of the emergency spillway for Basin 038 will be a minimum of 1.51 feet as measured vertically, allowing 0.51 feet for the maximum anticipated flow and 1.0 foot of dry freeboard.  

See enclosed SEDCAD+ CHANNEL DESIGN and attached SEDCAD+ CHANNEL DESIGN CROSS-SECTIONS for the minimum and maximum emergency spillway construction requirements. 

HYDROLOGY AND SEDIMENTOLOGY PREDICTION

10 YEAR - 24 HOUR PRECIPITATION EVENT

SEDIMENT BASIN 036

HYDROLOGY AND SEDIMENTOLOGY PREDICTION

25 YEAR - 6 HOUR PRECIPITATION EVENT

SEDIMENT BASIN 036

HYDROLOGY AND SEDIMENTOLOGY PREDICTION

10 YEAR - 24 HOUR PRECIPITATION EVENT

SEDIMENT BASIN 038

HYDROLOGY AND SEDIMENTOLOGY PREDICTION

25 YEAR - 6 HOUR PRECIPITATION EVENT

SEDIMENT BASIN 038

STABILITY ANALYSIS
Birmingham Coal & Coke Co., Inc.
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SEDIMENT BASIN 036 & 038
STABILITY ANALYSIS PROCEDURE
The computer program used to analyze the slope stability was the REAME Slope Stability Program as developed by Dr. Yang H. Huang, P.E. of the University of Kentucky.

The soil type of the foundation material of Sediment Basin 036 & 038 is SM type material. The depth to the stiff base (4.0 feet) was measured by personnel of DSM Design Group, LLC.

The soil type to be used in the construction of the embankment structure of Sediment Basin 036 & 038 is SM-SC type material which was sampled, analyzed and by personnel of DSM Design Group, LLC.  The soil properties used in the stability analysis was taken from the U.S. Department of the Interior Bureau of Reclamation Design of Small Dams.*

SOIL PROPERTIES



COHESION

INTERNAL ANGLE

EFFECTIVE 

USAGE                  TYPE            (psf)                          OF FRICTION               DENSITY (pcf)
036  FOUND.      SM

     270.0


33.02


132.14 

036  DAM           SM –SC  
     180.0


30.54


135.96  

038  FOUND.      SM

     270.0


33.02


132.14

038  DAM           SM –SC
     180.0


30.54


135.96  

ANALYSIS RESULTS

BASIN                             STATIC SAFETY FACTOR

036                                                   1.448
038                                                   1.618
*United States Department of the Interior Bureau of Reclamation Design of Small Dams Second Edition 1973, Revised Reprint 1974 page 137 and United States Department of the Interior Bureau of Reclamation Design of Small Dams Third Edition 1987 page 96 and 97.

STABILITY ANALYSIS - COMPUTER OUTPUT

SEDIMENT BASIN 036 - STATIC
REAME
(ROTATIONAL EQUILIBRIUM ANALYSIS OF MULTILAYERED EARTHWORKS)

TITLE -Posey Mill 2 Basin 036

NO. OF STATIC AND SEISMIC CASES (NCASE) = 1 

NO. OF NONCIRCULAR FAILURE SURFACES (NNS) = 0 

TWO-DIMENSIONAL ANALYSIS ( THREED = 0 )

ANALYSIS BY DETERMINISTIC METHOD   ( PROB = 0 )

CASE NO.  1   SEISMIC COEFFICIENT (SEIC) =0.000

NO. OF BOUNDARY LINES (NBL) = 4 

NO. OF POINTS ON BOUNDARY LINE 1 = 2 

 1  X COORD.= 89.467        Y COORD.= 63.14 

 2  X COORD.= 500           Y COORD.= 0 

NO. OF POINTS ON BOUNDARY LINE 2 = 2 

 1  X COORD.= 200           Y COORD.= 50.14 

 2  X COORD.= 402.275       Y COORD.= 19.03 

NO. OF POINTS ON BOUNDARY LINE 3 = 3 

 1  X COORD.= 89.467        Y COORD.= 67.14 

 2  X COORD.= 200           Y COORD.= 50.14 

 3  X COORD.= 242.5         Y COORD.= 67.14 

NO. OF POINTS ON BOUNDARY LINE 4 = 7 

 1  X COORD.= 89.467        Y COORD.= 67.14 

 2  X COORD.= 242.5         Y COORD.= 67.14 

 3  X COORD.= 256.25        Y COORD.= 72.64 

 4  X COORD.= 268.25        Y COORD.= 72.64 

 5  X COORD.= 360.178       Y COORD.= 35.869 

 6  X COORD.= 402.275       Y COORD.= 19.03 

 7  X COORD.= 500           Y COORD.= 4 

LINE NO. AND SLOPE OF EACH SEGMENT ARE:

 1      -0.154

 2      -0.154

 3      -0.154       0.400

 4       0.000       0.400       0.000      -0.400      -0.400      -0.154

MIN. DEPTH OF TALLEST SLICE (DMIN) = 0 

NO. OF RADIUS CONTROL ZONES (NRCZ) = 1 

RADIUS DECREMENT (RDEC) FOR ZONE 1 = 0 

NO. OF CIRCLES (NCIR) FOR ZONE 1 = 5 

NO. OF BOTTOM LINES (NOL) FOR ZONE 1 = 1 

LINE NO. (LINO)  BEG. NO. (NBP)  END NO. (NEP)

      1                1              2 

ENGLISH UNITS ARE USED WITH DISTANCE IN FEET AND FORCE IN POUND.

SOIL  ENVELOPE COHESION    FRIC. ANGLE     UNIT WEIGHTT

 No.   (TSSE)    (C)         (PHID)           (G)

  1       1     270.000       33.020         132.140

  2       1     180.000       30.540         135.960

  3       1       0.000        0.000          62.400

USE PHREATIC SURFACE

USE GRID

NO. OF SLICES (NSLI) = 10 

NO. OF ADD. CIRCLES (NAC) = 2 

ANALYSIS BY SIMPLIFIED BISHOP METHOD (MTHD=2)

NUMBER OF FORCES (NFO)= 0 

SOFT SOIL NUMBER (SSN)= 0 

NO. OF POINTS ON WATER TABLE (NPWT) = 6 

 1  X COORD.= 89.467        Y COORD.= 67.14 

 2  X COORD.= 242.5         Y COORD.= 67.14 

 3  X COORD.= 294.964       Y COORD.= 54.15 

 4  X COORD.= 360.178       Y COORD.= 35.869 

 5  X COORD.= 402.275       Y COORD.= 19.03 

 6  X COORD.= 500           Y COORD.= 4 

NO. OF SOILS WITH DIFFERENT WATER TABLE (NSDW) = 0 

NO. OF SOILS WITH DIFFERENT PORE PRESSURE RATIO (NSDP) = 0 

INPUT COORD. OF GRID POINTS 1,2,AND 3

POINT 1 X COORD. = 320    Y COORD. = 160 

POINT 2 X COORD. = 320    Y COORD. = 60 

POINT 3 X COORD. = 400    Y COORD. = 60 

X INCREMENT (XINC) = 10     Y INCREMENT (YINC) = 10 

NO. OF DIVISIONS BETWEEN POINTS 1 AND 2 (ND12) = 5 

NO. OF DIVISIONS BETWEEN POINTS 2 AND 3 (ND23) = 4 

ONLY A SUMMARY TABLE IS PRINTED (NPRT = 0)

SLICES WILL BE SUBDIVIDED

AUTOMATIC SEARCH WILL FOLLOW AFTER GRID

FACTORS OF SAFETY BASED ON GRID

IN THE FOLLOWING TABLE WARNING INDICATES HOW MANY TIMES THE 

MAXIMUM RADIUS IS LIMITED BY THE END POINTS OF GROUND LINES 

CENTER  X   CENTER  Y        NO. OF CIRCLE          LOWEST   WARNING 

COORDINATE  COORDINATE    TOTAL CRITIC. RADIUS       F.S. 

 320.0        160.0         9     7    126.719       1.992      0

 320.0        140.0         9     2    105.161       1.884      0

 320.0        120.0         9     2     85.633       1.795      0

 320.0        100.0         9     2     66.105       1.776      0

 320.0        80.0          9     2     46.577       1.959      0

 320.0        60.0          9     2     27.049       2.657      0

 340.0        160.0         9     2    128.607       1.630      0

 340.0        140.0         9     2    109.079       1.570      0

 340.0        120.0         9     2     89.551       1.555      0

 340.0        100.0         9     2     70.023       1.604      0

 340.0        80.0          9     2     50.495       1.731      0

 340.0        60.0          9     2     30.967       2.075      0

 360.0        160.0         9     2    132.524       1.467      0

 360.0        140.0         9     2    112.996       1.466      0

 360.0        120.0         9     2     93.468       1.513      0

 360.0        100.0         9     8     72.735       1.552      0

 360.0        80.0          9     8     53.287       1.619      0

 360.0        60.0          9     6     33.839       1.788      0

 380.0        160.0         5     1    139.899       1.490      0

 380.0        140.0         5     1    120.132       1.512      0

 380.0        120.0         5     1    100.364       1.546      0

 380.0        100.0         5     1     80.596       1.598      0

 380.0        80.0          9     7     56.665       1.632      0

 380.0        60.0          9     3     36.543       1.797      0

 400.0        160.0         5     1    142.939       1.576      0

 400.0        140.0         5     1    123.172       1.628      0

 400.0        120.0         9     1    103.404       1.701      0

 400.0        100.0         5     1     83.637       1.808      0

 400.0        80.0          5     1     63.869       1.968      0

 400.0        60.0          5     1     44.101       2.265      0

LOWEST FACTOR OF SAFETY AT EACH GRID POINT IS TABULATED BELOW

COORDINATE   320.000   340.000   360.000   380.000   400.000

   160.000     1.992     1.630     1.467     1.490     1.576

   140.000     1.884     1.570     1.466     1.512     1.628

   120.000     1.795     1.555     1.513     1.546     1.701

   100.000     1.776     1.604     1.552     1.598     1.808

    80.000     1.959     1.731     1.619     1.632     1.968

    60.000     2.657     2.075     1.788     1.797     2.265

ONLY ONE MINIMUM F.S. OF 1.466 EXISTS AT (360.000,140.000)

AT POINT (360.0 , 140.0) RADIUS 112.996

THE MINIMUM FACTOR OF SAFETY IS 1.466

FACTORS OF SAFETY BASED ON SEARCH

IN THE FOLLOWING TABLE WARNING INDICATES HOW MANY TIMES THE 

MAXIMUM RADIUS IS LIMITED BY THE END POINTS OF GROUND LINES 

CENTER  X   CENTER  Y        NO. OF CIRCLE          LOWEST   WARNING 

COORDINATE  COORDINATE    TOTAL CRITIC. RADIUS       F.S. 

 360.0        140.0         9     2    112.996       1.466      0

 370.0        140.0         9     8    113.737       1.493      0

 350.0        140.0         9     2    111.038       1.499      0

 360.0        150.0         9     2    122.760       1.462      0

 360.0        160.0         9     2    132.524       1.467      0

 370.0        150.0         9     2    124.719       1.485      0

 350.0        150.0         9     2    120.802       1.507      0

 362.5        150.0         9     2    123.250       1.457      0

 365.0        150.0         9     2    123.740       1.455      0

 367.5        150.0         9     2    124.230       1.473      0

 365.0        152.5         9     2    126.181       1.453      0

 365.0        155.0         9     2    128.622       1.452      0

 365.0        157.5         9     2    131.063       1.452      0

 365.0        160.0         9     2    133.504       1.452      0

 367.5        157.5         9     2    131.553       1.449      0

 370.0        157.5         9     2    132.042       1.472      0

 367.5        160.0         9     2    133.994       1.448      0

 367.5        162.5         9     2    136.435       1.448      0

 367.5        165.0         9     2    138.876       1.449      0

 370.0        162.5         9     2    136.924       1.459      0

 365.0        162.5         9     2    135.945       1.453      0

AT POINT (367.5 , 162.5) RADIUS 136.435

THE MINIMUM FACTOR OF SAFETY IS 1.448

AFTER SEARCH, MINIMUN F.S. STILL FALLS OUTSIDE THE GRID, SO GRID IS EXPANDED

CENTER  X   CENTER  Y        NO. OF CIRCLE          LOWEST   WARNING 

COORDINATE  COORDINATE    TOTAL CRITIC. RADIUS       F.S. 

 320.0        180.0         9     7    146.327       2.101      0

 340.0        180.0         9     2    148.135       1.705      0

 360.0        180.0         9     2    152.052       1.499      0

 380.0        180.0         5     1    159.667       1.479      0

 400.0        180.0         5     1    162.707       1.539      0

          SUMMARY OF SLICE INFORMATION FOR MOST CRITICAL FAILURE SURFACE

SL. SOIL SLICE  SLICE    WATER   BOTTOM  TOTAL     EFFEC.    RESIS.   DRIVING

NO.  NO. WIDTH  HEIGHT   HEIGHT   SINE   WEIGHT    WEIGHT    MOMENT   MOMENT

 1   2   3.412   1.913    0.000 -.740  .887E+03  .887E+03  .173E+06  .896E+05

 2   2   8.363   6.326    0.000 -.697  .719E+04  .719E+04  .702E+06  .684E+06

 3   2  11.776  11.161    1.458 -.623  .179E+05  .168E+05  .143E+07  .152E+07

 4   2  11.776  14.850    6.941 -.537  .238E+05  .187E+05  .161E+07  .174E+07

 5   2  11.776  16.833   10.355 -.450  .269E+05  .193E+05  .171E+07  .166E+07

 6   2  11.776  17.380   12.312 -.364  .278E+05  .188E+05  .172E+07  .138E+07

 7   2  11.776  16.665   13.006 -.278  .267E+05  .171E+05  .163E+07  .101E+07

 8   2  11.776  14.799   12.550 -.191  .237E+05  .145E+05  .144E+07  .619E+06

 9   2  11.776  11.857   11.016 -.105  .190E+05  .109E+05  .116E+07  .272E+06

10   2   1.136   9.802    9.734 -.058  .151E+04  .824E+03  .942E+05  .119E+05

11   2  10.639   7.661    7.661 -.015  .111E+05  .600E+04  .744E+06  .222E+05

12   2  11.776   2.882    2.882  .067  .461E+04  .250E+04  .490E+06 -.425E+05

                                                      SUM  .129E+08  .897E+07

AT CENTER (367.500 , 162.500) WITH RADIUS 136.435 AND SEIS. COEFF. 0.00

FACTOR OF SAFETY BY NORMAL METHOD IS 1.439

FACTOR OF SAFETY BY SIMPLIFIED BISHOP METHOD IS 1.448

SUMMARY OF STABILITY ANALYSIS

FACTOR OF FAFETY IS DETERMINED BY SIMPLIFIED BISHOP METHOD

NUMBER OF CASES =  1 

CASE 1  SEISMIC COEFFICIENT =  0 

FACTOR OF SAFETY = 1.448
STABILITY ANALYSIS - COMPUTER OUTPUT

SEDIMENT BASIN 038 - STATIC
REAME
(ROTATIONAL EQUILIBRIUM ANALYSIS OF MULTILAYERED EARTHWORKS)

TITLE -Posey Mill 2 Basin 038

NO. OF STATIC AND SEISMIC CASES (NCASE) = 1 

NO. OF NONCIRCULAR FAILURE SURFACES (NNS) = 0 

TWO-DIMENSIONAL ANALYSIS ( THREED = 0 )

ANALYSIS BY DETERMINISTIC METHOD   ( PROB = 0 )

CASE NO.  1   SEISMIC COEFFICIENT (SEIC) =0.000

NO. OF BOUNDARY LINES (NBL) = 4 

NO. OF POINTS ON BOUNDARY LINE 1 = 2 

 1  X COORD.= 90.909        Y COORD.= 54 

 2  X COORD.= 500           Y COORD.= 0 

NO. OF POINTS ON BOUNDARY LINE 2 = 2 

 1  X COORD.= 200           Y COORD.= 43.6 

 2  X COORD.= 383.582       Y COORD.= 19.367 

NO. OF POINTS ON BOUNDARY LINE 3 = 3 

 1  X COORD.= 90.909        Y COORD.= 58 

 2  X COORD.= 200           Y COORD.= 43.6 

 3  X COORD.= 236           Y COORD.= 58 

NO. OF POINTS ON BOUNDARY LINE 4 = 7 

 1  X COORD.= 90.909        Y COORD.= 58 

 2  X COORD.= 236           Y COORD.= 58 

 3  X COORD.= 255.5         Y COORD.= 65.8 

 4  X COORD.= 267.5         Y COORD.= 65.8 

 5  X COORD.= 355.573       Y COORD.= 30.571 

 6  X COORD.= 383.582       Y COORD.= 19.367 

 7  X COORD.= 500           Y COORD.= 4 

LINE NO. AND SLOPE OF EACH SEGMENT ARE:

 1      -0.132

 2      -0.132

 3      -0.132       0.400

 4       0.000       0.400       0.000      -0.400      -0.400      -0.132

MIN. DEPTH OF TALLEST SLICE (DMIN) = 0 

NO. OF RADIUS CONTROL ZONES (NRCZ) = 1 

RADIUS DECREMENT (RDEC) FOR ZONE 1 = 0 

NO. OF CIRCLES (NCIR) FOR ZONE 1 = 5 

NO. OF BOTTOM LINES (NOL) FOR ZONE 1 = 1 

LINE NO. (LINO)  BEG. NO. (NBP)  END NO. (NEP)

      1                1              2 

ENGLISH UNITS ARE USED WITH DISTANCE IN FEET AND FORCE IN POUND.

SOIL  ENVELOPE COHESION    FRIC. ANGLE     UNIT WEIGHTT

 No.   (TSSE)    (C)         (PHID)           (G)

  1       1     270.000       33.020         132.140

  2       1     180.000       30.540         135.960

  3       1       0.000        0.000          62.400

USE PHREATIC SURFACE

USE GRID

NO. OF SLICES (NSLI) = 10 

NO. OF ADD. CIRCLES (NAC) = 2 

ANALYSIS BY SIMPLIFIED BISHOP METHOD (MTHD=2)

NUMBER OF FORCES (NFO)= 0 

SOFT SOIL NUMBER (SSN)= 0 

NO. OF POINTS ON WATER TABLE (NPWT) = 6 

 1  X COORD.= 90.909        Y COORD.= 58 

 2  X COORD.= 236           Y COORD.= 58 

 3  X COORD.= 290.387       Y COORD.= 46.796 

 4  X COORD.= 355.573       Y COORD.= 30.571 

 5  X COORD.= 383.582       Y COORD.= 19.367 

 6  X COORD.= 500           Y COORD.= 4 

NO. OF SOILS WITH DIFFERENT WATER TABLE (NSDW) = 0 

NO. OF SOILS WITH DIFFERENT PORE PRESSURE RATIO (NSDP) = 0 

INPUT COORD. OF GRID POINTS 1,2,AND 3

POINT 1 X COORD. = 320    Y COORD. = 160 

POINT 2 X COORD. = 320    Y COORD. = 60 

POINT 3 X COORD. = 400    Y COORD. = 60 

X INCREMENT (XINC) = 10     Y INCREMENT (YINC) = 10 

NO. OF DIVISIONS BETWEEN POINTS 1 AND 2 (ND12) = 5 

NO. OF DIVISIONS BETWEEN POINTS 2 AND 3 (ND23) = 4 

ONLY A SUMMARY TABLE IS PRINTED (NPRT = 0)

SLICES WILL BE SUBDIVIDED

AUTOMATIC SEARCH WILL FOLLOW AFTER GRID

FACTORS OF SAFETY BASED ON GRID

IN THE FOLLOWING TABLE WARNING INDICATES HOW MANY TIMES THE 

MAXIMUM RADIUS IS LIMITED BY THE END POINTS OF GROUND LINES 

CENTER  X   CENTER  Y        NO. OF CIRCLE          LOWEST   WARNING 

COORDINATE  COORDINATE    TOTAL CRITIC. RADIUS       F.S. 

 320.0        160.0         9     2    129.447       2.163      0

 320.0        140.0         9     2    109.871       2.019      0

 320.0        120.0         9     2     90.294       1.898      0

 320.0        100.0         9     2     70.718       1.842      0

 320.0        80.0          9     2     51.142       1.949      0

 320.0        60.0          9     2     31.565       2.383      0

 340.0        160.0         9     2    133.026       1.745      0

 340.0        140.0         9     2    113.450       1.671      0

 340.0        120.0         9     2     93.874       1.649      0

 340.0        100.0         9     2     74.297       1.704      0

 340.0        80.0          9     8     53.503       1.802      0

 340.0        60.0          9     8     34.011       2.008      0

 360.0        160.0         9     8    135.373       1.626      0

 360.0        140.0         5     1    120.475       1.628      0

 360.0        120.0         5     1    100.647       1.654      0

 360.0        100.0         5     1     80.819       1.699      0

 360.0        80.0          5     1     60.991       1.777      0

 360.0        60.0          9     7     37.098       1.859      0

 380.0        160.0         5     1    142.920       1.685      0

 380.0        140.0         5     1    123.092       1.727      0

 380.0        120.0         5     1    103.264       1.784      0

 380.0        100.0         9     1     83.436       1.869      0

 380.0        80.0          5     1     63.608       2.004      0

 380.0        60.0          5     1     43.780       2.232      0

 400.0        160.0         5     1    145.538       2.076      0

 400.0        140.0         5     1    125.710       2.265      0

 400.0        120.0         5     1    105.882       2.566      0

 400.0        100.0         5     1     86.054       3.092      0

 400.0        80.0          5     1     66.226       4.071      0

 400.0        60.0          5     1     46.398       6.215      0

GRID IS EXPANDED AS FOLLOWS SO MINIMUM FACTOR OF SAFETY FALLS WITHIN THE GRID

 320.0        180.0         9     7    150.981       2.305      0

 340.0        180.0         9     2    152.603       1.838      0

 360.0        180.0         9     2    156.182       1.629      0

 380.0        180.0         5     1    162.748       1.651      0

 400.0        180.0         9     1    165.366       1.949      0

LOWEST FACTOR OF SAFETY AT EACH GRID POINT IS TABULATED BELOW

COORDINATE   320.000   340.000   360.000   380.000   400.000

   180.000     2.305     1.838     1.629     1.651     1.949

   160.000     2.163     1.745     1.626     1.685     2.076

   140.000     2.019     1.671     1.628     1.727     2.265

   120.000     1.898     1.649     1.654     1.784     2.566

   100.000     1.842     1.704     1.699     1.869     3.092

    80.000     1.949     1.802     1.777     2.004     4.071

    60.000     2.383     2.008     1.859     2.232     6.215

MINIMUM FACTORS OF SAFETY OCCUR AT THE FOLLOWING  2  CENTERS

FACTOR OF SAFETY = 1.626 AT (360.000,160.000)

FACTOR OF SAFETY = 1.649 AT (340.000,120.000)

AUTOMATIC SEARCH WILL BE MADE ONLY ON THE CENTER WITH THE SMALLEST F.S.

AT POINT (360.0 , 160.0) RADIUS 135.373

THE MINIMUM FACTOR OF SAFETY IS 1.626

FACTORS OF SAFETY BASED ON SEARCH
IN THE FOLLOWING TABLE WARNING INDICATES HOW MANY TIMES THE 

MAXIMUM RADIUS IS LIMITED BY THE END POINTS OF GROUND LINES 

CENTER  X   CENTER  Y        NO. OF CIRCLE          LOWEST   WARNING 

COORDINATE  COORDINATE    TOTAL CRITIC. RADIUS       F.S. 

 360.0        160.0         9     8    135.373       1.626      0

 370.0        160.0         5     1    141.612       1.620      0

 380.0        160.0         5     1    142.920       1.685      0

 370.0        170.0         5     1    151.526       1.620      0

 370.0        180.0         5     1    161.440       1.626      0

 380.0        170.0         5     1    152.834       1.665      0

 360.0        170.0         9     2    146.394       1.629      0

 372.5        170.0         5     1    151.853       1.623      0

 367.5        170.0         5     1    151.199       1.621      0

 370.0        172.5         5     1    154.004       1.621      0

 370.0        167.5         5     1    149.047       1.620      0

 370.0        165.0         5     1    146.569       1.619      0

 370.0        162.5         5     1    144.090       1.619      0

 372.5        165.0         5     1    146.896       1.624      0

 367.5        165.0         5     1    146.242       1.619      0

 365.0        165.0         5     1    145.914       1.623      0

 367.5        167.5         5     1    148.720       1.620      0

 367.5        162.5         5     1    143.763       1.618      0

 367.5        160.0         5     1    141.285       1.619      0

 370.0        162.5         5     1    144.090       1.619      0

 365.0        162.5         5     1    143.436       1.621      0

AT POINT (367.5 , 162.5) RADIUS 143.763
THE MINIMUM FACTOR OF SAFETY IS 1.618
          SUMMARY OF SLICE INFORMATION FOR MOST CRITICAL FAILURE SURFACE

SL. SOIL SLICE  SLICE    WATER   BOTTOM  TOTAL     EFFEC.    RESIS.   DRIVING

NO.  NO. WIDTH  HEIGHT   HEIGHT   SINE   WEIGHT    WEIGHT    MOMENT   MOMENT

 1   2   6.381   3.398    0.000 -.718  .295E+04  .295E+04  .411E+06  .304E+06

 2   2   5.812   8.159    0.000 -.675  .645E+04  .645E+04  .607E+06  .626E+06

 3   2  12.193  12.149    0.170 -.613  .201E+05  .200E+05  .174E+07  .177E+07

 4   2  12.193  15.755    6.089 -.528  .261E+05  .215E+05  .192E+07  .198E+07

 5   2  12.193  17.660    9.836 -.443  .293E+05  .218E+05  .201E+07  .187E+07

 6   2   6.070  18.131   11.688 -.380  .150E+05  .105E+05  .997E+06  .817E+06

 7   1   6.123  18.034   12.511 -.337  .150E+05  .102E+05  .115E+07  .727E+06

 8   1  12.193  17.309   13.171 -.274  .286E+05  .186E+05  .216E+07  .112E+07

 9   1  12.193  15.331   13.035 -.189  .252E+05  .153E+05  .189E+07  .685E+06

10   1   9.103  12.707   12.019 -.115  .156E+05  .876E+04  .117E+07  .257E+06

11   1   3.090  10.841   10.841 -.072  .451E+04  .242E+04  .346E+06  .468E+05

12   1  12.193   8.133    8.133 -.019  .133E+05  .715E+04  .114E+07  .366E+05

13   1  11.594   3.110    3.110  .064  .485E+04  .260E+04  .693E+06 -.444E+05

14   2   0.599   0.152    0.152  .106  .124E+02  .670E+01  .161E+05 -.189E+03

                                                      SUM  .162E+08  .102E+08

AT CENTER (367.500 , 162.500) WITH RADIUS 143.763 AND SEIS. COEFF. 0.00

FACTOR OF SAFETY BY NORMAL METHOD IS 1.593

FACTOR OF SAFETY BY SIMPLIFIED BISHOP METHOD IS 1.618

SUMMARY OF STABILITY ANALYSIS
FACTOR OF FAFETY IS DETERMINED BY SIMPLIFIED BISHOP METHOD

NUMBER OF CASES =  1 
CASE 1  SEISMIC COEFFICIENT =  0 
FACTOR OF SAFETY = 1.618
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