DRAINAGE CULVERT
DESIGN/CONSTRUCTION SPECIFICATIONS
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COMPACTED ROAD MATERIAL
FILL SECTION

DIRECTION OF FLOW
0 SLOPE (S) 0

PRIMARY ROAD NO. _6

CULVERT NO. DS6-1

LOCATION: SEE ATTACHED HAUL ROAD LOCATION MAP
MININUM TOP WIDTH OF CROSSING (W): . 40 FEET

MAXIMUM HEADWATER (H): . 3.0 FEET

MINIMUM FREEBOARD (F): . 1.0 FEET

MINIMUM EMBANKMENT HEIGHT (H + F): . 4.0 FEET
PIPE DIAMETER (D): . 24 INCHES (x 1 PIPE)

PIPE LENGTH (L): . 75 FEET

PIPE BED SLOPE (S): . 3-0 PERCENT

PIPE DESCRIPTION: CORRUGATED METAL PIPE

DRAWN BY:
J.R.W.
5/14/2015

el BIRMINGHAM COAL & COKE CO., INC.
JRW. KNIGHT MINE, P-3970

5/14/2015
SoALE. PRIMARY ROAD NO. 6 (DS6-1)
NTS CULVERT SPECIFICATIONS

SHEET:
1 OF 1




