ATTACHMENT III-B-5

PRIMARY ROAD
TYPICAL CUT SECTION

TOP WIDTH VARIES - 16° MINIMUM

A
|

. PRIMARY ROAD
L——4” SURFACING MATERIAL OF

DURABLE, NON-TOXIC, NON- TYPICAL DRAINAGE DITCH CROSS-SECTION
ACID FORMING MATERIAL

MINIMUM DRY FREEBOARD: 0.5’
MAXIMUM FLOW DEPTH: 2.0’

DRAINAGE DITCH TO BE LINED WITH GRASS MIXTURE.
SEE SPECIFICATIONS. SEE DETAILED DESIGN PLANS FOR
SPECIFIC DESIGN REQUIREMENTS.

PRIMARY ROAD
TYPICAL FILL SECTION

L 4” SURFACING MATERIAL OF
DURABLE, NON-TOXIC, NON-—
ACID FORMING MATERIAL

MINIMUM GRADIENT: 0.5%
MAXIMUM GRADIENT: 10.0%

— TOP WIDTH VARIES - 16' MINIMUM —

DRAINAGE DITCH TO BE LINED WITH GRASS MIXTURE.
SEE SPECIFICATIONS. SEE DETAILED DESIGN PLANS FOR
SPECIFIC DESIGN REQUIREMENTS.

4” SURFACING MATERIAL OF
DURABLE, NON-TOXIC, NON-
ACID FORMING MATERIAL
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